
KSS 800 and KSS 900

KONE 
SIGNALIZATION 
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Destination operating panel (DOP)

KSS 800 SERIES SIGNALIZATION FOR ELEVATORS WITH KONE DESTINATION

KSP 833

160

99

37
8

19
Surface mounted (on wall)

Elevator identifier (EID)

KST 840 
Active

KST 830 
Passive

160 19149

16
0

16
0

Total thickness 9.6 mm

KSJ 853 KSJ 863 

Jamb-mounted destination indicator (JM DIN)*

33 mm 
(width)

50 mm 
(width)

* Available only with traditional DCS
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C
H

*

C
H

*

Simplex Duplex

Landing call station (LCS) 

Car operating panel (COP) 
for Traditional DCS

Car operating panel (COP) for Hybrid DCS

225225

300

12
0

HALL LANTERN (HL)

Hall indicator (HI)

100

110

70
120 120

100

120 175

25
0

30
0

30
0

36
0

40
0

22
0

33
5

33
5

Landing call station with indicator (LCI) 

KSC 843
Full height*

KSC 833
Full height**

Full height

O 185

O
 1

40

Note: These are 
recommended 
signalization 
components 
for Hybrid 
confi gurations. 
For the full KDS 
300 offering, please 
refer to the KDS 300 
brochure.

** The exact height of the COP depends on the car height and the selected ceiling option.
** Available only with traditional DCS in 4 color options: copper satin, dark grey brushed, 
 silver mirrorpolished, silver

All KDS 300 signalization components are available in fl ush-mounted applications.



4

Destination operating panel (DOP) Elevator identifi er (EID)

KSS 800 SERIES SIGNALIZATION FOR ELEVATORS WITH KONE DESTINATION

Optional version for KSP 853
with braille marking buttons

99

19

Surface mounted (on wall)

KST 860
Active

KST 850
Passive

KST 880
Passive

KST 890
Active

160 19

258

258

149

16
0

19
2

19
2

16
0

Total thickness 7.5 m
m

Touchscreen destination operating panel (DOP)
298

29
8

KSP 858 100

4

30˚ 

15˚ 

160

37
8

KSP 853

KSJ 853 KSJ 863

Jamb-mounted destination indicator (JM DIN)*

33 mm 
(width)

50 mm 
(width)

* Available only with traditional DCS

KSP 858 also available with pedestal
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KSC 853
Partial height

KSC 863
Full height

Landing call 
station (LCS) 

233 10200

13
00

C
H

*

19

110 26

11
0

Hall lantern (HL)
330 26

11
0

Hall indicator (HI)

Landing call station with indicator 
(LCI) 

Simplex Duplex

18100

25
0

130 130

39
0

39
0

18

Car operating panel (COP) 
for Traditional DCS

Car operating panel (COP) for Hybrid DCS

* Note:  
 The exact height of the COP  
 depends on the car height  
 and the selected ceiling option.

233

C
H

*

10200

13
00

19

* Note:   
These are the recommended signalization 
components for Hybrid configurations. For the 
full KSS D offering, please refer to the KSS D 
brochure (KONE Design signalization).

For the KONE Access™ solution note:
1)  KONE Access™ can be integrated inside the 

KSC D23 and KSC D43 car operating panels 
only.

2)  Only avilable with scrolling dot-matrix 
display.

Full height  
(scrolling dot-matrix)1)

Partial height 
(scrolling dot-matrix)1

KSO 857 
Black color anodized

KSO 857 
Natural color anodized

220 
208 

15
0 

13
0 

60

9.7 mm

13
8

Destination indicator at landing (DIN L)
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Touchscreen DOP D-Series

KSP 978P (black)

KST 950

KSO 957

KSP 979L with keypad (white)

Surface mounted (on wall)

176

46
0

205

49
0

46
8

80

KSP 937

KSP 947

220 

108 

15
0 

13
0 

60

1.5 mm

130 27

13
6

Also available with square buttons (see below)

Also available with round buttons (see above)

Available in active and passive confi gurations

1.5 mm

80

510

36
0

44
8

22
9

30
5

84 47 305 

12
6

52
 

294
229 47 

20
0

Destination operating panel (DOP)
Surface mounted (on wall or on pedestal)

Flush mounted (on wall)

KSP 978P (black)

KST 950

KSO 957

KSP 979L with keypad (white)

176

46
0

205

49
0

46
8

80

KSP 937

KSP 947

220 

108 

15
0 

13
0 

60

1.5 mm

130 27

13
6

Also available with square buttons (see below)

Also available with round buttons (see above)

Available in active and passive confi gurations

85

1.5 mm

80

510

36
0

44
8

22
9

30
5

84 47 305 

12
6

52
 

294
229 47 

20
0

Destination operating panel (DOP)
Surface mounted (on wall or on pedestal)

Elevator identifi er (EID)

Flush mounted (on wall) Destination indicator at landing (DIN L)

KSS 900 SERIES SIGNALIZATION FOR ELEVATORS WITH KONE DESTINATION
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5 = black and white LCD
7 = full-color LCD

KSC 957

Last digit defi nes
the display type

KSC 957**
Full height

Landing call station (LCS) 

Hall lantern (HL)

Landing devices

Hall indicator (HI) Hall indicator with lantern arrows

KSL 670 KSL 672 
Simplex

KSL 672 
Duplex

KSL 970 
Flush button

KSH 6701)

KSH 660

Back box width in all landing call stations is 65 mm.

KSH 960KSH 940

KSH 950

KSA 6731)KSI 673, 6751) KSI 983

KSI 977 KSI 987

225 225

C
H

*

C
H

* 

12
0

350

120

115

88
112

22
1

11
5

35
0

410 220 410

108 108 108

80 80 8015
0

16
0

15
0

KSC 977
Full height

120
95 95 95

145

42 42

64 64

30
5

30
5

30
5

30
5

O 115

O
 8

8

88

Car operating panel (COP) 
for Traditional DCS

Car operating panel (COP) for Hybrid DCS

** KSC 955 also available 
 with black and white display.

* Note: 
 The exact height of the COP  
 depends on the car height and 
 the selected ceiling option.

1) Also available in   
 vertical confi guration.




